FCC
Digital Data Service to Customer Premise

Channel Termination

CKL1 (SWC)

MRC

NRC

A

ACTL / Customer Premise

B

Channel Mileage Termination

Rate varies by Bit Rate
(Cust Prem to (CKL2) SWC)
(Cust Prem to (CKL1) SWC)
Rate varies by Bit Rate

C

Channel Mileage Facility

MRC

x Miles

Mileage from CKL1 to CKL2

B

Channel Mileage Termination

MRC

2

CMT at CKL1 and CKL2 (both SWC's)
Rate varies by Bit Rate

C

Channel Mileage Facility

MRC

x Miles

Mileage from CKL1 to CKL2

ACTL / Customer Premise

CKL2 (SWC)

Circuit Scenario

Digital Data Service ordered to terminate at two customer premises. Available bit rates are: 2.4, 4.8, 9.6, 19.2, and 56K.

Frontier Billing Elements

<table>
<thead>
<tr>
<th>Rate Element</th>
<th>Qty</th>
<th>Comments</th>
</tr>
</thead>
<tbody>
<tr>
<td>Service Order Charge</td>
<td>*</td>
<td>Per Order Charge</td>
</tr>
<tr>
<td>NRC</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Channel Termination</td>
<td></td>
<td></td>
</tr>
<tr>
<td>MRC</td>
<td>2</td>
<td>Rate varies by Bit Rate</td>
</tr>
<tr>
<td>NRC</td>
<td>2</td>
<td>(Cust Prem to (CKL2) SWC)</td>
</tr>
<tr>
<td>(Cust Prem to (CKL1) SWC)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Channel Mileage Termination</td>
<td></td>
<td></td>
</tr>
<tr>
<td>MRC</td>
<td>2</td>
<td>CMT at CKL1 and CKL2 (both SWC's)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Rate varies by Bit Rate</td>
</tr>
<tr>
<td>Channel Mileage Facility</td>
<td></td>
<td></td>
</tr>
<tr>
<td>MRC</td>
<td></td>
<td>Mileage from CKL1 to CKL2</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>